
C9200-24PXGCisco Catalyst 9200 Series - Modular Uplink mGig Access Switch   |   www.linknewnet.comC9200-24PXGCisco Catalyst 9200 Series - Modular Uplink mGig Access Switch1RU 24-port switch with 8 mGig (up to 10G) + 16x 1G PoE+; modular uplinks, StackWise-160, IOS XE.Product OverviewThe C9200-24PXG is the 24-port Multigigabit Catalyst 9200 access switch. It provides 24 copper ports - eightMultigigabit (100M/1G/2.5G/5G/10G) plus sixteen 1G PoE+ ports - and a modular uplink slot acceptingC9200-NM-4X (4x10G), C9200-NM-2Y (2x25G) or C9200-NM-2Q (2x40G). It supports StackWise-160 and runs CiscoIOS XE.Product at a GlanceAttributeC9200-24PXGForm factor1 RU modular-uplink, Catalyst 9200 SeriesDownlink ports8x mGig (up to 10G) + 16x 1G PoE+Uplink portsModular (C9200-NM-4X / 2Y / 2Q)Switching capacity352 Gbps (standalone); 532 Gbps (stacked)Forwarding rate261.90 Mpps (standalone); 395 Mpps (stacked)PoE budget370 W (single 600W PSU); 740 W (dual PSU)StackingStackWise-160 (160 Gbps), up to 8 membersDRAM / flash4 GB / 4 GBMAC / VLAN32,000 / 4,094SoftwareCisco IOS XEKey Product Highlights• Form factor: 1 RU modular-uplink, Catalyst 9200 Series• Downlink ports: 8x mGig (up to 10G) + 16x 1G PoE+• Uplink ports: Modular (C9200-NM-4X / 2Y / 2Q)• Switching capacity: 352 Gbps (standalone); 532 Gbps (stacked)• Forwarding rate: 261.90 Mpps (standalone); 395 Mpps (stacked)• PoE budget: 370 W (single 600W PSU); 740 W (dual PSU)• Stacking: StackWise-160 (160 Gbps), up to 8 members• DRAM / flash: 4 GB / 4 GB• MAC / VLAN: 32,000 / 4,094• Software: Cisco IOS XEPlatform and ThroughputPage 1 of 2



C9200-24PXGCisco Catalyst 9200 Series - Modular Uplink mGig Access Switch   |   www.linknewnet.comSpecificationC9200-24PXGSwitching capacity352 Gbps (standalone); 532 Gbps (stacked)Forwarding rate261.90 Mpps (standalone); 395 Mpps (stacked)StackingStackWise-160, 160 Gbps, up to 8 membersMAC addresses32,000VLAN IDs4,094Jumbo frame9,198 bytesPower over Ethernet (PoE)ItemValuePoE standardIEEE 802.3at PoE+ (30 W per port)PoE budget (single PSU)370 W (PWR-C6-600WAC)PoE budget (dual PSU)740 WPower supplyPWR-C6-600WAC, 600 W AC, hot-swappablePhysical and Environmental SpecificationsPropertyValueDimensions (H x W x D)1.73 x 17.5 x 13.8 in (4.4 x 44.5 x 35.0 cm)Depth (with FEP + fans)15.4 in (39.1 cm)Weight11.33 lb (5.1 kg)Rack units1 RUPower draw (4x10G NM)84.10 W (half) / 90.50 W (full)Operating temperature-5 C to +45 CMTBF353,960 hoursManagement and ProgrammabilityCapabilitySupportCentral managementCisco Catalyst Center (DNA Center)On-boxCisco IOS XE Web UI, CLI (SSH/console)ProgrammabilityNETCONF/YANG, RESTCONF, gRPC, model-driven telemetryAutomationAnsible, PnP zero-touch provisioningSecurity and Threat-Defense Capabilities• Cisco Trustworthy Systems: secure boot, image signing, hardware-anchored identity.• MACsec 802.1AE link encryption; IEEE 802.1x identity-based access.• Flexible NetFlow (FNF) and application visibility.Software and LicensingPage 2 of 2



C9200-24PXGCisco Catalyst 9200 Series - Modular Uplink mGig Access Switch   |   www.linknewnet.comCatalyst 9200/9200L models run Cisco IOS XE and are ordered with Cisco DNA Essentials or Advantage softwaresubscription. Managed via Cisco Catalyst Center with Smart Licensing.Ordering InformationFieldDetailBase SKUC9200-24PXGDescriptionCatalyst 9200 24-port (8 mGig + 16x 1G) PoE+, modular uplinkUplink moduleC9200-NM-4X / 2Y / 2Q (ordered separately)Power supplyPWR-C6-600WAC (second optional)Standards and Regulatory Compliance• Safety: UL 60950-1, CAN/CSA C22.2 No. 60950-1, EN 60950-1, IEC 60950-1, AS/NZS 60950.1.• EMC: FCC 47 CFR Part 15 Class A, CISPR 32/EN 55032 Class A, ICES-003, VCCI-CISPR 32 Class A, EN 300    386.• RoHS compliant. Network equipment standards IEEE 802.3, 802.1Q, 802.1p, 802.1x, 802.3ad.Warranty and Support• Cisco Enhanced Limited Lifetime Hardware Warranty (E-LLW) for as long as the original customer owns    the product.• Next-business-day (NBD) advance hardware replacement where available.• 90 days of 8x5 Cisco Technical Assistance Center (TAC) support.• Optional Cisco Smart Net Total Care for advanced service levels.Reference and Disclaimer• This document is a distributor-facing technical summary prepared by LinkNewNet (www.linknewnet.com)    using publicly published Cisco data for the referenced product family.• It is provided for reference only. Cisco, Catalyst, IOS-XE, Secure Firewall, Firepower, Aironet,    AireOS, Meraki and related marks are trademarks of Cisco Systems, Inc.• LinkNewNet is an independent reseller of pre-owned and refurbished networking equipment and is not    affiliated with Cisco Systems. Availability, licensing, and performance may vary by configuration.Page 3 of 2


