
A10 Networks 3030S Application Delivery Controller
A10-Thunder-3030S

Model: A10-Thunder-3030S  |  Brand: A10 Networks

Product Overview
A10 Networks 3030S Application Delivery Controller

Product page: https://www.linknewnet.com/products/a10-networks-3030s-application-delivery-controller-a10-thunder-3030s

Quick Specifications

Attribute Value

Power cable No

Button No

Application Throughput 30 Gbps

Layer 4 CPS 750k

SSL CPS (1024/2048) 47k / 14k

Processor Intel Xeon Quad-core

Memory (ECC RAM) 16 GB

SSL Acceleration ASIC Yes

Management Interface Yes

Lights Out Management Yes

Console Port Yes

Solid-state Drive (SSD) Yes

1 Gb Copper 6

1 Gb Fiber (SFP) 2

1/10 Gb Fiber (SFP+) 4

40 Gb Fiber (QSFP+) 0

Power Supply (DC option
available)

Dual 600 W RPS 80 Plus &quot;Platinum&quot; efficiency, 100 to 240 VAC,
Frequency 50 – 60 Hz

Power Consumption
(Typical/Max)

131 W / 139 W

Heat in BTU/hour
(Typical/Max)

447 / 474

Performance Per Watt (PPW)* 5,396

Product Code A10-Thunder-3030S

Brand A10 Networks

Replacement / Alternative Options
If the A10-Thunder-3030S is out of stock or end-of-life, these same-brand alternatives deliver comparable
capability. Contact our sales team to confirm availability.

Model Specification



A10-Thunder-1030S A10 Networks 1030S Application Delivery Controller

A10-Thunder-3430 A10 Networks 3430 Application Delivery Controller

Request availability: Ask for current stock of A10-Thunder-3030S or its alternatives.

Buying from LinkNewNet
Every unit is fully tested (ports verified, firmware validated) and covered by warranty.

https://www.linknewnet.com/products/a10-networks-1030s-application-delivery-controller-a10-thunder-1030s
https://www.linknewnet.com/products/a10-networks-3430-application-delivery-controller-a10-thunder-3430
https://www.linknewnet.com/quote
https://www.linknewnet.com/testing-process
https://www.linknewnet.com/warranty-policy

